
Replacement Ring & Chain Assembly:
• Prevents Test-Ball® plugs from falling 

down a line
• Includes safety tag

Chain Assemblies  •  Test Gauges  •  Tub & Waste Overfl ow Plugs

Part # Product description Product Weight

 Replacement Ring & Chain Assemblies
059708 2” Ring with 12” chain 2 oz  (.06 kg)

059718 3” Ring with 12” chain 2 oz  (.06 kg)

059728 4” Ring with 12” chain 2 oz  (.06 kg)

059738 5” Ring with 12” chain 2 oz  (.06 kg)

059748 6” Ring with 12” chain 2 oz  (.06 kg)

059758 2” Ring with 24” chain 2 oz  (.06 kg)

059768 3” Ring with 24” chain 2 oz  (.06 kg)

059778 4” Ring with 24” chain 2 oz  (.06 kg)

059788 5” Ring with 24” chain 2 oz  (.06 kg)

059798 6” Ring with 24” chain 2 oz  (.06 kg)

Some items on this page fall outside of the registered ISO system.
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Test Gauges:
• 2” plastic face
• High-quality brass ¼”  

connection

Tub Waste & Overfl ow Plugs:
• Isolate bath wastes for air/water testing
• Yellow ABS plastic
• Natural rubber gasket
• Threads into drain spuds with center hole and center hole overfl ow elbows
• Can only be used in overfl ow drains with ½” and ⅜” center hole diameters

Test Gauges:
• 2” plastic face
• Chrome plated body
• ⅛” shrader valve
• ¾” NPT(F) pipe connection

Part # Product description Product Weight

Tub Waste & Overfl ow Plugs
012678 Tub plug set (overfl ow and drain) 3.4 oz  (.1 kg)

Part # Product description Product Weight

Test Gauges with Hexagonal Test Body
024568 0-15 PSI pressure range .1 PSI increments 10.3 oz (.3 kg)

019698 0-30 PSI pressure range .5 PSI increments 10.3 oz  (.3 kg)

019708 0-60 PSI pressure range 1 PSI increments 10.3 oz  (.3 kg)

019718 0-100 PSI pressure range 2 PSI increments 10.3 oz  (.3 kg)

Part # Product description Product Weight

Test Gauges without Test Body
000698 0-15 PSI pressure range .1 PSI increments 10.3 oz  (.3 kg)

000628 0-30 PSI pressure range .5 PSI increments 10.3 oz  (.3 kg)

000638 0-60 PSI pressure range 1 PSI increments 10.3 oz  (.3 kg)

000648 0-100 PSI pressure range 2 PSI increments 10.3 oz  (.3 kg)


